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HIGHLIGHTS GRAPHICAL ABSTRACT

e High-performance Li-ion capacitor
(LIC) is assembled using bio-mass de-
rived carbons.

® Semi-crystalline carbon is used as
Battery type electrode than usual or-
dered phase.

® This LIC is capable of delivering the
maximum energy density of ~216 Wh

kg™
ARTICLE INFO ABSTRACT
Keywords: We report all carbon-based high energy Li-ion capacitor from environmentally threatening bio-source, prosopis
Lithium-ion capacitor juliflora. The pyrolyzed carbon exhibits a few layers of graphene-like structure and tubular morphology with
Few-layer graphene multiple inherent heteroatoms like N, S, and Ca. Presence of such heteroatoms are certainly beneficial to the
Bio-waste

betterment of electrical conductivity, and pore generation which eventually results in an enhancement in ca-
pacity/capacitance of carbonaceous materials. The electrochemical pre-lithiation strategy is used to mitigate the
irreversibility observed, and eventually employed as a negative electrode in a hybrid configuration. This LIC
delivered a high energy density of ~216 and 185 Wh kg~ ! at ambient (25 °C) and elevated temperature (55 °C)
conditions, respectively. Further, ~94% initial capacity is retained after 5000 cycles with minimum fading of
0.0013% per cycle at ambient temperature. This results clearly demonstrate that the surface functionality and
heteroatom doping with tubular structure synergistically facilitates the Li™ and electron transport properties to
realize higher energy density for this fascinating all carbon-based Li-ion capacitor.

Energy density

1. Introduction development for electric vehicles, smart grid and many other industrial
prospects. A supercapacitor is considered a promising charge storage

Environmentally friendly, fast and high energy storage features with device, but it falls apart in terms of the long-term and sufficient energy
lightly weighted devices are of particular interest, and under deliverability [1]. In this respect, the Li-ion battery is recognized as an
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energy efficient system for portable devices, but their flaw is unable to
attain a satisfactory power efficiency, cycling life, and cost-effective-
ness. Amatucci et al. [2,3] first introduced the concept of a hybrid
energy storage system which is anticipated by bridging the gap between
battery and supercapacitor called Li-ion capacitor (LIC) [4]. So far,
several intercalation, conversion, and alloy materials with high specific
capacity were proposed as a negative electrode for LIC [5-8].

In 1983, Yazami et al. [9,10] successfully demonstrated the re-
versible intercalation of Li-ions into the graphite electrode. Till date,
graphite remains popular insertion anode for Li-ion battery perspective,
besides a variety of carbon allotropes are explored as promising inser-
tion hosts [11]. Amongst, amorphous carbon with some crystalline
strands i.e. few-layer graphene is one of the promising battery elec-
trodes for LIC perspective owing to the wider interlayer spacing (ca
0.47 nm), high theoretical capacity and low risk of lithium plating at a
lower working potential (vs. Li). Presence of such amorphous domain
certainly facilitates both electron and Li-ion transport, besides partici-
pating in electrochemical reaction via double layer formation along
with Li-ion insertion in crystalline strands [12].

Recently, preparation of carbonaceous materials from inexpensive
and renewable bio-sources gained special attention and increasing in-
terest due to the environmental concerns, recycling, cost-effectiveness
and beneficial properties like the presence of inherent hetero-atoms (N,
S, P and Ca), surface functionalization etc., [13-15]. Further, it is well
established that those features effectively improve the electrochemical
activity of the carbonaceous electrodes regardless of either symmetric
or asymmetric assemblies [16-19]. Till date, numerous bio-mass pre-
cursors have been explored towards supercapacitor point of view, but
most of them are used in electric double layer capacitor with symmetric
fashion or asymmetric assembly with metal oxide/sulfide in aqueous
media [20-23]. For the utilization of such bio-mass derived carbonac-
eous materials in a hybrid configuration, specifically, all carbon-based
LIC assembly is very limited. Since, in LIC assembly only one electrode
undergo Faradaic reaction, whereas counter electrode should involve in
the double layer formation i.e. non-Faradaic storage. Although there is a
possibility to use metal oxide (eg. LisTisO12, TiO, etc.) as battery type
insertion component instead of intercalation type carbonaceous mate-
rials like graphite and hard carbon, it is very difficult to realize the high
energy density viz. achieving even 100 Wh kg~ is not possible [5,6].
Therefore, amorphous carbon with crystalline strands i.e. few-layer
graphene is one of the finest approaches to realize the high energy
density without compromising power capability.

Among the diverse plant species, prosopis juliflora tree is widely
available, and environmental threatening invasive weed, in which the
timber is predominantly used as fuel, and making crafts and furniture.
This species is known for its deep penetrating roots, it can go up to 50
feet depth to suck the available groundwater and eventually produce
drought situation in and around. Hence, uprooting the species from the
soil is mandatory for the human kind and environmental aspects
[24,25]. In this paper, we report the possible utilization of such pro-
sopis juliflora derived carbons (PJC) as both negative (intercalation
type i.e. amorphous carbon with few-layer graphene, PJC) and positive
(activated carbon, PJAC) electrodes to construct all carbon-based LIC
assembly. Accordingly, the synthesis conditions are fine-tuned and ef-
ficiently utilized [26]. The preliminary Li-storage capability of PJC and
PJAC were conducted in a half-cell (vs. Li metal), which is essential to
balance the mass loading between the electrodes during the fabrication
of LIC. In addition, the PJC was electrochemically pre-lithiated, and its
electrochemical activity with PJAC was monitored in LIC assembly at
both ambient (25 °C) and elevated temperature (55 °C) conditions and
described in detail.
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2. Experimental section
2.1. Preparation of carbonaceous materials

Naturally dried pieces of Prosopis julifiora wood harvested from the
Indian soil and charred at 250 °C in an oven and then ground into fine
powder by using mortar and pestle. Then, the black powder was heated
at 900 (PJC-1) and 1000 °C (PJC-2) for 3 h under N, flow. Some portion
of the powder was treated with 1:2 wt% of KOH and subsequently ac-
tivated at 1000 °C for 3 h under N, flow (PJAC). After this activation
process, the resultant product was repeatedly washed with hot water
and ethanol, and subsequently vacuum dried at 80 °C for overnight. The
dried black coloured powdered was subjected to further characteriza-
tions.

2.2. Physical characterization

The crystalline phase of a resultant material was studied by X-ray
diffractometer (XRD, Rint 1000, Rigaku, Japan) using CuKa radiation.
The N, adsorption/desorption isotherms were performed using a
Micromeritics ASAP 2010 surface area analyzer. The surface morpho-
logical and internal structural aspects were analyzed with a scanning
electron microscope (Hitachi-S4700) and high-resolution transmission
electron microscope (TECNAI-F20 Philips). X-ray photoelectron spec-
troscopy (XPS) was also performed to ensure the presence of hetero-
atoms and surface functionalities using Multilab 2000, UK with
monochromater Al Ka radiation (hv = 1486.6 eV).

2.3. Electrochemical characterizations

All the electrochemical measurements were performed in CR2032
coin-cell. The working electrodes were formulated with 74 wt % of
active materials (PJC-1, PJC-2, and PJAC), 13 wt % of Ketzen black, and
13 wt % of teflonized acetylene black (13%, TAB-2) using ethanol. The
slurry was pressed over a stainless-steel mesh (200 mm? area) and dried
at 160 °C for 4 h under vacuum. The half-cell and LIC assembly were
constructed with two electrode configuration separated by porous
polypropylene (Celgard 3401, USA) film and gelled with 1M LiPFg
solution with a mixture of 1:1 vol/vol ethylene carbonate/di-methyl
carbonate (Soulbrain Co. Ltd, Korea). Cyclic voltammetry (CV) and
electrochemical impedance spectroscopy (EIS) studies were performed
using a Bio-Logic (SP-150, France), electrochemical workstation.
Galvanostatic charge-discharge studies were performed at conventional
battery tester (WBCS 3000, Won-A-Tech, Korea) with ambient (25 °C)
and elevated temperature (25 °C) conditions.

3. Results and discussion

The X-ray diffraction (XRD) patterns of the PJC's and PJAC were
shown in Figure-1a and S1. The XRD patterns of PJC-1 and PJC-2 ex-
hibits two broad reflections located at ~ 23 and 44°, which is associated
with (002) and (110) planes of typical amorphous carbon, respectively.
The intensity of (110) plane increases considerably with an increase in
temperature from 900 to 1000 °C. Moreover, the KOH activation results
(PJAQ) the shifting of (002) plane peak position towards higher angle
(~26°) with sharp reflections indicates that the formation of a high
degree of crystalline strands i.e. graphitic carbons [27]. Moreover, the
detailed structural information of PJC-2 and PJAC were studied by
Raman spectroscopy and illustrated in Fig. 1b. These samples consisted
of the characteristic D and G-bands and located at ~1345 and
~1577 cm ™!, respectively, which are corresponding to the defective
and graphitic carbons [28-30]. A sharp 2D band (~2695 cm™ 1) and
the high Ig/Ip value (1.98) clearly indicates that PJAC was partially
graphitized (i.e. few layered graphene) comparable to that of PJC-2 and
well consistent with XRD measurements [31,32]. These results suggest
that the added alkali ions (K*) mainly remove the loosely bound
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Fig. 1. The (a) XRD, (b) Raman spectra, (c) N, adsorption-desorption isotherm, and (d) XPS high resolution Ca 2p spectra of PJC-2 and PJAC.

carbon atoms from the (002) crystalline plane.

Figs. 1c and S2 shows the N,-adsorption/desorption isotherms of
PJCs. According to IUPAC classification, the PJAC isotherm belongs to
Type-II with H4 hysteresis loop, which is a characteristic of micro- and
macro-porous structure with interconnected pore geometry [33,34].
The inset in Fig. 1c clearly shows that the average pore size distribution
is around 2.6 nm. The isotherm of the PJC-1 and PJC-2 increases at the
high relative range (0.9 < P/Py) implying the capillary condensation
and multilayer sorption. The PJAC has an extremely high specific sur-
face area compared with other samples. The calculated specific surface
areas, total pore volume and pore diameter of the samples are given in
the Table-1. Based on the specific surface area and Li-storage proper-
ties, we have chosen only the PJC-2 and PJAC materials for further
studies.

The chemical composition and elemental chemical state of the PJC-
2 and PJAC were studied with XPS as shown in Fig. 1d and Figure S2.
The survey spectrum clearly revealed the presence of C, O, N, S and Ca
elements. Fig. 1d The Ca 2p core-level spectrum assigned to the Ca®*
ions Ca 2p3,, (~348.4eV) and Ca 2p, > (~351.2eV). Upon activation,
the Ca 2p split into two main peaks with slight shifting towards lower
energy level [35]. The spin-orbit splitting and full width at half maxima
are estimated to 3.4 eV and 2.1 eV, which confirms that the Ca®" ions
most likely coordinated to the oxide and/or OH™ groups. As shown in

Table 1
BET specific surface area, total pore volume and average pore diameter of the
Prosopis juliflora derived carbons (PJC-1, PJC-2 & PJ-AC).

Samples SBET" Vtotal” Vmicro® Vmeso? Average pore
(m2g-1) (em3g—1) (cm3g—1) (ecm3g—1) diameter (nm)

PJC-1 25.4 0.0135 - - 6.1

PJC-2 9.6 0.0162 - - 2.1

PJ-AC 2082.8 1.3398 1.1261 0.2137 2.6

@ Sggr is the BET surface area and it was measured at a relative pressure of

0.990.

b Total pore volume (Vi) Was the single point adsorption total pore vo-
lume of pores less than 400 nm diameter at P/P, = 0.990.
€ Vnicro is the micro-pore volume.
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Fig. S2, the high-resolution C 1s consisted of three peaks and it might be
ascribed to the spz—C, 0—C and O—C =0 moieties of PJC-2 [36,37]. The
O 1s de-convoluted spectrum clearly shows that the lower binding en-
ergy corresponds to the lattice bounded O?~ (0=C) and the higher
energy peak originated from the oxygen-deficient chemisorbed species
(0—C, 0O—C=0) [38]. The nitrogen (N 1s) and sulfur (S 2p) atoms are
chemically bonded with carbon and it appears to be the pyrrolic-N
(400.5 = 0.3eV) and C-SO, (168.8 = 0.3eV), respectively
[33,38,39].

The scanning electron microscopic (SEM) images of the PJC-2 and
PJAC are presented in Fig. 2. Fig. 2a and b shows the PJC-2 is naturally
existing a hollow tube-like structure and the rigid carbon skeleton
formed at high-temperature pyrolysis without any signs of cracking. As
a consequence, the pre-treated char with KOH and the formed metallic
potassium were effectively removed the low volatile and loosely bound
cellulose contents. Thus creates the porous-structured carbon layers
over the surface including inside the walls of the tubular structure is
clearly evident from Fig. 2¢ and d.

The internal structure of the PJAC was examined in transmission
electron microscopy (TEM) and given in Fig. 2e-h. As shown in Fig. 2e
and f, it contains uneven sized both solid and transparent sheet-like
carbons ie. crystalline strands. These layered carbons are curled,
twisted and randomly arranged in resulting highly disordered structure
created by the low range structural rearrangements (or short range
ordering). Moreover, the high-resolution TEM (HR-TEM) image of PJAC
(Fig. 2g) represents the well-defined lattice fringes interlayer spacing of
~0.339nm is consistent with dgo. plane of graphitic carbon obtained
by XRD (ICSD-980031170) measurements. In addition, the well-defined
bright rings of selected area electron diffraction (SAED) pattern (see in
Fig. 2h) indicates the crystalline nature of carbonaceous material syn-
thesized. The measured d-spacing are 0.337, 0.203, 0.169 and 0.102 nm
corresponding to the (002), (110), (004) and (331) crystallographic
planes of the carbon.

The Li-storage performance of PJC-2 and PJAC materials were
electrochemically evaluated in a half-cells vs. Li metal as shown in
Fig. 3 and Figure S3. Fig. 3a and b displayed the galvanostatic charge-
discharge profile of PJC-2, recorded at a current density of 0.1Ag~*
between 0 and 3 V. The initial lithiation and delithiation capacities of
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Fig. 2. SEM images of (a-b) PJC-2 and (c-d) PJAC. The (e-f) TEM, (g) HR-TEM
and (h) SAED pattern of PJAC.

PJC-2 are found ~1408 and ~573 mAh g}, respectively. The charge-
discharge curves are showing a sloping potential profile due to the
amorphous nature of carbon [40]. The Li-intercalation process in PJC-2
is clearly understood from the differential capacity profile (Fig. S3).
Briefly, after the 1st discharge, at below 1V vs. Li, the broadened vol-
tage profile is maintained up to 100 cycles indicating good reversible
Li-insertion/extraction in/from the crystalline strands [11,12]. A very
sharp and irreversible peak at ~0.8V vs. Li is associated with the
electrolyte decomposition upon first discharge. After the first cycle, the
reversible capacity of ~490 mAh g~' is maintained with ~99% of
coloumbic efficiency for up to 100 cycles. Interestingly, the stabilized
capacity is relatively higher than the theoretical capacity of long-range
ordered graphite (372 mAh g~ !). More importantly, Fig. 3c showed an
excellent rate capability performance at various current densities from
0.1 to 2A g™ !, for example, the specific capacity of ~75 mAh g~ ! is
retained at a high current rate (2A g~ !). Generally, the electrolyte re-
duction (< 1V vs. Li) leads to the formation of solid electrolyte inter-
phase (SEI) layer which eventually consumes Li in an irreversible
manner. As a result, inferior coloumbic efficiency (~41%) is observed
in the first cycle. The SEI layer is mandated for the safe operation of the
insertion type carbonaceous anodes which effectively prevents the
solvent molecule co-intercalation between the layers along with Li.
Also, it protects the electrolyte solution as well, since the LiCg is very
strong reductive agent [41]. Further, the presence of functional groups
and defective sites offered bountiful binding and insertion sites,
meanwhile can extract part of Li* smoothly from the deep inner sites of
carbon. On the other hand in Fig. S4, the cathodic performance of PJAC
was evaluated in the potential range of 2-4.6 V vs. Li at the current rate
of 0.1 A g™ . The cell delivered an initial discharge capacity of 149 mAh
g~ 1 at the current rate of 0.1Ag~! and showed a very stable cycle
performance with an ~95% capacity retention over 100 cycles. The
linear charge-discharge curves without plateaus indicate that the
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physical adsorption of ions over the surface of PJAC [42,43]. In other
words, the PJAC involves a perfect double layer formation across the
electrode-electrolyte interface. Interestingly, the observed capacity is
much higher than the carbons in the similar configurations reported
elsewhere [12,44-47] This impressive higher capacity and cycling
stability results flare us to design the low cost and eco-friendly LIC from
this prosopis juliflora derived carbons, specifically PJC-2 as (in pre-li-
thiated form) negative electrode and PJAC as the positive electrode.

Prior to LIC fabrication, the amorphous PJC-2 was pre-lithiated in a
half cell vs. Li metal at 0.1 Ag~' current rate. After the three complete
charge-discharge cycles, the cell was dismantled at the discharged state
and coupled with the balanced loading of PJAC in LIC assembly. It is
worth mention that, at discharged state, the mass of negative electrode
(PJC-2) got increased ~16% (2Li* + Cg<>Li,Cs) [48,49]. Hence, the
total mass of both electrode is calculated to be 11.6 g (1:4 ratio negative
to the positive electrode) and it is based on the half-cell performance vs.
Li. The LIC with pre-lithiated PJC-2//PJAC rendered an open circuit
potential of ~3.1V. Fig. 4 represents the CV curves and charge-dis-
charge profile of LIC at different temperatures. Fig. 4a shows the CV
traces of pre-lithiated PJC-2//PJAC based LIC at ambient temperature
(25°C) exhibits the quasi-rectangular shaped signatures without any
specified/sharp redox peaks indicating that both electrodes are invol-
ving in the charge storage process. In a typical process, upon charge, the
PFy ions are migrated towards the positive electrode for double layer
formation whereas Li* ions are intercalated to the crystalline strands of
the negative electrode, and the said process is reversed during dis-
charge. At higher scan rate, the curves are highly distorted indicating
the perfect reversible non-Faradic capacitive reaction on the surface.
Fig. 4b shows the galvanostatic charge-discharge curves of LIC dis-
played a non-linear slope with a plateau at above 3.2V which corre-
sponds to the (de-)intercalation of Li* ions. To further investigate, the
electrochemical performance of LIC at 55 °C and presented in Fig. 4 c-d.
The CV traces showed a well-defined (de-)intercalation peak at above
3.9V, and the current response area underneath the CV curves is
eventually reduced. Obviously, the charge-discharge plateau was con-
sistent with the CV curve at 55°C. This interesting high temperature
behaviour of LIC clearly suggest that charge storage process is domi-
nated by PJC-2 electrode than PJAC. Generally, at elevated temperature
conditions, the electrolytes are prone to accelerate higher activity,
specifically PF¢~ anions which vigorously involves decomposition
process along with the solvent molecules. As a result, the SEI layer
formed over PJC-2 the electrode gets thicker and thicker upon cycling,
which eventually leads to the detrimental effect on the electrochemical
activity. Also, the growth of the SEI layer certainly influence the cycling
profile as well.

Fig. 4e shows the Nyquist plots of the pre-lithiated PJC-2//PJAC
based LIC was measured at initial and after 5000 cycles at different
temperatures. From the EIS traces, high to mid-frequency region arc is
mainly consisted of the solution resistance (R;) and charge transfer
resistance (R.d). The low-frequency region straight line slope suggesting
faster Li™ diffusion and better capacitive-like behaviour regardless of
the temperatures [44]. The initial Ry and R, values of the LIC cell at
25°C is calculated to be 5.10 and 12.26 Q, respectively. After the cy-
cling (5000 cycles), a significant decrement in internal resistances
suggesting the increases of conductivity at the electrode/electrolyte
interface (see in Table S1). However, at 55 °C, the R of the LIC is in-
creased to ~83Q which clearly parallels and supports the aforesaid
statement for the formation of robust SEI layer.

The durability is another important feature of energy storage sys-
tems. The long-term cycling profile of the pre-lithiated PJC-2//PJAC
based LIC at the current rate of 0.5 A g~ ! was illustrated in Fig. 4f. The
LIC exhibited superior cyclability with remarkable capacity retention
characteristics of ~94% (~0.0013% capacity fading per cycle) after
5000 cycles at 25 °C. At high temperature (55 °C), as expected, slightly
inferior retention properties are observed compared to room tempera-
ture performance, for example, only ~73% (0.0055% decay per cycle)
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Fig. 3. (a) Galvanostatic charge-discharge profile and (b) cycling stability of PJC-2 as anode vs. Li at the current rate of 0.1 Ag~", and (c) Rate capability studies of

PJC-2 anode between 0 and 3V vs. Li at 25 °C.

is retained. As mentioned, the inferior electrochemical activity at ele-
vated temperature is associated with the unwanted side reaction with
the electrolyte counterpart and subsequent growth of thick SEI layer.
Apparently, in both temperature conditions, very high Coloumbic effi-
ciency (> 99.8%) is maintained throughout the cycling.

Fig. 5 displays the Ragone plots of pre-lithiated PJC-2//PJAC based
LIC supplemented with recently reported representative hybrid sys-
tems. The electrochemical parameters such as energy and power den-
sities of the LIC were calculated from the following formulas, power
density = [i (A) X AV]/[m (mg) x 10°°] and energy density = [
power density X At]/3600, where, “i” is the applied current (A), AV-
average potential, m-total active material weight in both positive and
negative electrode, At-total discharge time. Accordingly, the LIC de-
livered a very high energy density of ~216 Wh kg™! with a power
density of 155Wkg ™! at 25 °C, whereas ~186 Wh kg~ ! only resulted
at the elevated temperature (55 °C) conditions. Such performance is
found superior compared with previously reported all carbon-based LIC
systems, such as pre-lithiated graphite//AC [31], Amorphous carbon
(AMC)//Porous disordered carbon sheet [50], pre-lithiated graphene//
AC [51], flash reduced graphene oxide (FRGO)//3D graphene [52], N-
rich carbon spheres (NRCS)//commercial AC [53]. The excellent elec-
trochemical performance of pre-lithiated PJC-2//PJAC based LIC is

100

mainly attributed to the tube-like structure along with the presence of
hetero-atoms like N, S, and Ca, active surface functional groups and
defects. More importantly, the utilization of amorphous carbon along
with crystalline strands cannot be ruled out which not only provides the
facile Li-intercalation process and conductivity, also translates better
compatibility with KOH treated counter electrode and enables the
better Li-storage capability to yield high energy density.

We successfully synthesized, and efficiently utilized the amorphous
tube-like carbon with crystalline strands from the invasive prosopis
juliflora bio-source through a carbonization process. Presence of
amorphous and crystalline strands synergistically offer additional Li*
storage sites on the surface and the interlayers. The activated carbon
was obtained by KOH treatment exhibited high surface area with
hierarchical porosity. Both activated carbon and amorphous carbon
with crystalline strands rendered high capacity and good cycling pro-
files in half-cell configuration. Owing to the beneficial features, the
PJC-2//PJAC based LIC was fabricated and delivered a maximum en-
ergy density of ~216 Wh kg™! at ambient temperature with excellent
cycling profiles. In contrary, at high-temperature operation, slightly
inferior performance is noted because of the accelerated activity with
the electrolyte solution and its decomposition. Overall, our work em-
phasized that the invasive prosopis juliflora bio-source can be



P. Sennu et al.

Journal of Power Sources 414 (2019) 96-102

] 4.4
40
] 4.0
—_ 1
T 20 & 3.6
<] T 32
[=} ] =
o 0 =]
= g 28
5 ] ~
20 ] 2.4
1 2.0
I o e o e o e R R 6 4+r-—-r-—r-r—r—-r-—rr-rrr—rrrrrrrr1-—
1.6 20 24 28 32 36 40 44 0 1000 2000 3000 4000
Potential (V) Time (s)
] 4.4
20 4
E C d
: © @
~154
g ] & 36
le-_‘ =
- ] = 3.2
s .7 =
o 541 8 1
IR g 28 ——01Ag
3 0 —o02Ag"
o OE ~ 24 / ——04Ag"
] —0.6Ag"
-5 2.0 £
'10-Ill]lll]lll]l!l]lll]l!l]!ll] 1~6]l'l'l"II|IIII|II
1.6 20 24 28 32 36 4.0 44 0 1000 2000 3000
Potential (V) Time (s)
100 140 5 - 120
] () 120 i
E = 120 r
30 ] S T 100
] o= Tnic £ 100 L 2
260 / —0— :lft:: lLycles a2sec| [ ] o 80
G i / ol |8 80 S
~ = After cycles at 55 °C| | O ] - Q
=] / T 60§
N 40 4 g 60 E g
] 5] E 40
] 9 404 R
20 % ] [
] O 20_: 20
0] ] c
o I——r—r—rr—r—r——r—rrrrr—rrrr—— 0
0 50 100 150 200 250 300 350 400 0 1000 2000 3000 4000 5000

FAN()

Cycle number
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55°C.

efficiently utilized as low-cost high-performance materials to build
next-generation hybrid energy storage systems and capable of

delivering remarkable performance at different temperatures. This not
only provides the high-performance active material for charge storage
systems via “waste-to-wealth” approach, also beneficial for the better-
ment of environmental aspects.
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